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This is a sample bill of quantities. You have to prepare your desired bill of quantities following the sample shown in Section 6. Please replace all red marked points and red marked text as per your requirements.


Section 6.	Bill of Quantities

[bookmark: _Toc163966135][bookmark: _Toc163975032]
A. Civil Works

	Sl No.
	Description
	Quantity
	Unit
	Unit Price
(Taka)
	Amount
(Taka)

	01. 
	Brick works with first class bricks in cement sand (F.M. 1.2) mortar (1:4) in exterior walls including filling the interstices with mortar, raking out joints, cleaning and socking the bricks at least for 24 hours before use and washing of sand, necessary scaffolding, curing at least for 7 days etc. all complete including cost of water, electricity and other charges (measurement to given as 250 mm width for one brick length and 375 mm for one brick and a half brick length) accepted by the engineer (Cement: CEM-II/A-M). in ground floor etc. all complete & accepted by  the Engineer in charge.
	325.00
	sqm 
	
	

	02. 
	Dismantling works for floor& wall tiles, shelve, floor R.C.C works etc. and its removed etc. all complete & accepted by the Engineer in charge.
	735.00
	sqm
	
	

	03. 
	RCC works in cabinet with minimum cement content relates to mix ratio 1:2:4 for cabinet including rod, shuttering etc. all complete and accepted by the Engineer in charge.
	LS
	-
	
	

	04. 
	RCC works in lintel with minimum cement content relates to mix ratio 1:2:4 for lintel etc. all complete and accepted by the Engineer in charge.
	2.50
	cum
	
	

	05. 
	Mass concrete in floor (1:2:4) with brick chips and local sand of F.M. 1.2 etc. all complete & accepted by the Engineer in charge.
	6.50
	cum.
	
	

	06. 
	Minimum 12mm thick cement sand (F.M. 1.2) plaster (1:4) with fresh cement to wall both inner-and outer surface, finishing the corner & edges including washing of sand cleaning the surface, scaffolding and curing at least for 7 days, all complete as direction of the Engineer in charge.
	800.00
	sqm
	
	

	07. 
	Supplying, fitting and fixing country made glazed wall tiles ,irrespective of color &design, within 20 mm thick cement sand (F.M 1.2) mortar(1:3) base and raking out the joints with respective joint filler & binder including cutting ,laying and hire charge of machine and finishing with care etc. including water, electricity and other charges complete all respect accepted by the Engineer in charge.  In ground floor wall tiles more 250x400mm in sizes or equivalent
	500.00
	Sqm.
	
	

	08. 
	Supplying, fitting and fixing country made homogeneous floor tiles ,irrespective of color &design, with cement sand (F.M 1.2) mortar(1:4) base/ adhesive  and raking out the joints with white cement including cutting and laying the tiles in proper way and  finishing with care etc. including water, electricity and other charges complete all respect accepted by the Engineer in charge.  In ground floor homogeneous tiles more 300 x 300mm in sizes or equivalent
	250.00
	Sqm.
	
	

	09. 
	Supplying, fitting and fixing Foreign9China or equivalent) made mirror polished  homogeneous floor tiles ,irrespective of color &design, with cement sand (F.M 1.2) mortar(1:4) base/ adhesive  and raking out the joints with white cement including cutting and laying the tiles in proper way and  finishing with care etc. including water, electricity and other charges complete all respect accepted by the Engineer in charge. In ground floor homogeneous tiles more 600mm x 600mm in sizes or equivalent.
	75.00
	Sqm.
	
	

	010. 
	Supplying fitting and fixing of Aluminium sliding window / partition as per the U.S. Architectural Aluminium Manufacturer’s Association      (AAMA) standard specification having 1.2 mm thick outer bottom (size 75.50 mm, 32 mm), 1.2 mm thick outer top (size 75.50 mm, 16.80 mm),1.2 mm thick shutter top (size 33 mm, 26.80 mm, 22 mm), 1.2 mm thick shutter bottom (size 60 mm, 24.40 mm), 1.2 mm thick outer side(size 75.50 mm, 19.90 mm), 1.2 mm thick sliding fixed side (size 31 mm, 26 mm), 1.2 mm thick shutter lock(size 49.20 mm 26.20 mm) and 1.2 mm thick inter lock (size 34.40 mm, 32.10 mm) sections all aluminium members (total weight kg/sqm) will be anodized to aluminium bronze/ silver colour with a coat not less than 15 micron in thickness and density of 4 mg per square cm etc. including all accessories like sliding door key lock, sliding door wheel, sliding door mohair, sliding door neoprene, bolts and nuts including sealants, keeping provision for fitting 5 mm thick glass including labor charge for fitting of accessories , making grooves and mending good damages,carriage,and electricity complete in all respect as per drawing and accepted by the Engineer in charge.
	40.00
	Sqm.
	
	

	011. 
	Supplying fitting and fixing of Aluminium sliding window  Mosquito net including labor charge for fitting of accessories , making grooves and mending good damages, carriage, and electricity complete in all respect as per drawing and accepted by the Engineer in charge.
	350.00
	sqm
	
	

	012. 
	Renewing Plastic emulsion paint of approved best quality and color delivered from authorized local agent of the manufacturer in a sealed container, applying to wall and ceiling in two coats of specified brand applied on primer or sealer elapsing specified time for drying or recoating including scrapping of old mosses from wall and ceiling, cleaning drying , making free from dirt, grease, wax, removing all chalked and scaled materials, fungus, mending good the surface defacts,sand papering the surface and necessary scaffolding , spreading by brush/roller/spray etc. all complete in all floors accepted by the Engineer in charge.
	10000.00
	sqm
	
	

	013. 
	Renewing painting to door and window grill and shutters in two coats best quality and color of synthetic enamel paint delivered from authorized local agent of the manufacturer in a sealed container, having highly water resistant, high bondibility, flexible, using specific brand thinner applied by brass/roller/spray over a coat of priming elapsing time for drying including scrapping of old paint wood surface cleaning from dust , oil or dirt, smoothening, finishing and polishing with sand paper and necessary tools, scaffolding, testing charges etc. all complete in all floors approved and accepted by the Engineer in charge.  
	700.00
	sqm.
	
	

	014. 
	Wood varnishing of approved best quality and colour delivered from authorized local agent of the manufacturer in a sealed container using brand specified thinner to door and Chair and shutter in three coats, applied with brush including cleaning oil, grease, making dry, sand papering, if required washing with weak detergent solution,stripping out the colour straps, finishing the surface, etc. in all floors approved and accepted by the Engineer in charge.
	380.00
	sqm
	
	

	015. 
	Supplying, fitting, and fixing of 12mm thick melamine board False ceiling all complete approved and accepted by the Engineer in charge.
	47.00
	sqm
	
	

	016. 
	Supplying, fitting, and fixing vertical Venetian blinds made with glass fiber fabrics (foreign made) with supply of all materials             (foreign made) such as Head rail (Aluminum), end cap-set, rod till, snigger (stopper) runner, spacer (link), Handling cord, ball chain, link chair, cord-weight weight-plate plastic washer, glass fiber fabrics, and head cap-set etc. all complete approved and accepted by the Engineer in charge.
	27.00
	Sqm.
	
	

	017. 
	Supplying of uPVC solid plastic door shutter  with door frame having specific gravity 1.35-1.45, size 2’-6”x7’-0” and fitting, fixing, finishing etc. complete with all necessary fittings approved and accepted by the Engineer in charge.
	20
	each
	
	

	018. 
	Supplying, white glazed vitreous W/H Wash Basin in/c pedestal approx. 656x510x845, 26kg by weight including fitting, fixing the same in position with heavy type C.I. brackets , 32mm dia PVC waste water pipe with brass coupling ( not excluding 75mm in length), 32mm dia C.P. basin waste with chain plug, bracket including making holes in walls and floors and fitting with wooden blocks, screws and mending  good the damages with cement mortar(1:4) etc. all complete approved and accepted by the Engineer in charge.
	20
	each
	
	

	019. 
	Supplying, fitting, and fixing European type glazed porcelain Combi closet, in/c plastic seat cover, cistern system, preparing the base with cement concrete and with wire mesh or rods if necessary, in all floors including making holes wherever required and mending good the damages and fitting, fixing, finishing etc. complete with all necessary fittings and connection approved and accepted by the Engineer in charge.
White, 700x370x795,36(+/-)32.5kg
	14
	each
	
	

	020. 
	Supplying, fitting, and fixing Bangladesh pattern, long Pan with foot-rest, made of Vitreous China and preparing the base of pan with cement mortar (1:4) and wire mesh or rods, if necessary in all floors including making holes wherever required and mending good the damages and fitting, fixing, finishing etc. complete with all necessary fittings and connection approved and accepted by the Engineer in charge.
	6
	each
	
	

	021. 
	Supplying different inside dia best quality CPVC pressure pipe having density 1350 kg/m3, opacity 0.2% of visible light as per ISO 7686, minimum required strength 25 MPa conforming to BDS-1:2013,4.4.1,4.4.2 for water supply having  specific gravity 1.35-1.45, and other physical, chemical, thermal, fire resistivity properties etc. as per BSTI approved manufacturer standards or ASTM, BS/ISO/IS standards fitted and fixed in position with sockets, bends, with all accessories such as Round grating/domed roof grating bends, sockets etc. complete approved and accepted by the Engineer in charge.(length: 6000 mm each)
	
	
	
	

	022. 
	a) 37 mm dia wall thickness 3.7mm-4.3mm
	185.00
	Rm.
	
	

	023. 
	      e)  19 mm dia wall thickness 2.9mm-3.4mm
	515.00
	Rm.
	
	

	024. 
	Supplying, fitting, and fixing and laying up to depth of invert 100 mm inside dia best quality uPVC pressure soil pipe having specific gravity 1.3-1.45, wall thickness 2.70- 3.40 mm and other physical, chemical, thermal, fire resistivity properties etc. as per BSTI approved manufacturer standards or ASTM, BS/ISO/IS standards fitted and fixed in position with sockets, bends, with all accessories such as Round grating/domed roof grating etc. complete approved and accepted by the Engineer in charge. (length: 6000 mm each)
	430.00
	rm
	
	

	025. 
	Supplying , fitting and fixing best quality uPVC 100mm Trap etc. complete approved and accepted by the Engineer in charge.
	60
	each
	
	

	026. 
	Supplying , fitting and fixing best quality uPVC 100mm Ben etc. complete approved and accepted by the Engineer in charge.
	120
	each
	
	

	027. 
	Supplying , fitting and fixing best quality uPVC 100mm T etc. complete approved and accepted by the Engineer in charge.
	60
	each
	
	

	028. 
	Supplying , fitting and fixing best quality uPVC 100mm Back door Ben etc. complete approved and accepted by the Engineer in charge.
	36
	each
	
	

	029. 
	Supplying best quality Gum/Solution for uPVC fittings etc. complete approved and accepted by the Engineer in charge.
	12
	each
	
	

	030. 
	Supplying best quality clump for uPVC fittings/pipes etc. complete approved and accepted by the Engineer in charge.
	90
	each
	
	

	031. 
	Supplying , fitting and fixing best quality uPVC 100mm Socket etc. complete approved and accepted by the Engineer in charge.
	36
	each
	
	

	032. 
	Supplying, fitting and fixing best quality 12 mm C. P. special heavy duty pillar cock etc. complete approved and accepted by the Engineer in charge.
	22
	each
	
	

	033. 
	Supplying, fitting, and fixing super quality  C.P. Towel rail of 600 mm long and 20 mm in dia with C.P. holder including making hole in walls and mending good the damages with cement mortar (1:4) etc. all complete approved and accepted by the Engineer in charge.
	40
	each
	
	

	034. 
	Supplying, fitting, and fixing standard size Stainless steel soap tray including making hole in walls and mending good the damages with cement mortar (1:4) etc. all complete approved and accepted by the Engineer in charge.
	40
	each
	
	

	035. 
	Supplying, fitting and fixing best quality 40 mm brass G.I. gate valve with sealand etc. complete approved and accepted by the Engineer in charge.
	6
	each
	
	

	036. 
	Supplying, fitting and fixing best quality 50 mm brass G.I. Union with sealand etc. complete approved and accepted by the Engineer in charge.
	8
	each
	
	

	037. 
	Supplying, fitting and fixing best quality 40 mm brass G.I. Union with sealand etc. complete approved and accepted by the Engineer in charge.
	12
	each
	
	

	038. 
	Supplying, fitting and fixing best quality 20 mm brass G.I. Union with sealand etc. complete approved and accepted by the Engineer in charge.
	22
	each
	
	

	039. 
	Supplying, fitting and fixing best quality 12 mm cp bib cock etc. complete approved and accepted by the Engineer in charge.
	40
	each
	
	

	040. 
	Supplying, fitting and fixing best quality 12 mm Twin bib cock etc. complete approved and accepted by the Engineer in charge.
	14
	each
	
	

	041. 
	Supplying, fitting and fixing Special/Fancy quality C.P. concealed/Surface Angle stop cock etc. complete approved and accepted by the Engineer in charge.
	66
	each
	
	

	042. 
	Supplying, fitting, and fixing 125 mm dia stainless steel floor grating in traps or in drains including making hole in walls and mending good the damages with cement mortar (1:4) etc. all complete approved and accepted by the Engineer in charge.
	74
	each
	
	

	043. 
	Supplying, fitting, and fixing of 450 x 600 mm size and 5 mm thick unframed super quality mirror approved and accepted by the Engineer in charge.
	20
	each
	
	

	044. 
	Supplying, fitting, and fixing of special toilet paper holder size (1500x150mmx126mm) including making hole in walls and mending good the damages with cement mortar (1:4) etc. all complete approved and accepted by the Engineer in charge.
	38
	each
	
	

	045. 
	Supplying, fitting and fixing plastic low-down including all fittings and accessories approved and accepted by the Engineer in charge.
	6
	each
	
	

	046. 
	Supplying, fitting and fixing Basin west approved and accepted by the Engineer in charge.
	20
	each
	
	

	047. 
	Supplying, fitting and fixing Magic pipe approved and accepted by the Engineer in charge.
	20
	each
	
	

	048. 
	Supplying, fitting and fixing metal push shower including holder approved and accepted by the Engineer
	20
	each
	
	

	049. 
	Supplying, fitting and fixing moving type shower rose approved and accepted by the Engineer
	20
	each
	
	

	050. 
	Supplying, fitting and fixing 12 mm dia, 600 mm long metal cover  Connection pipe approved and accepted by the Engineer in charge.
	55
	each
	
	

	051. 
	Renewing 3mm glass panes in steel frame in/c supply of glass 
	15.00
	sqm
	
	

	052. 
	Taking out old unserviceable wooden chowkat /door frame/shutter  repair ( excluding cost of wood) and refixing after minor repair etc, complete approved and accepted by the Engineer in charge.
	40
	each
	
	

	053. 
	Properly cleaning and washing the mosaic floor with suitable soap or any other detergent etc. all complete and accepted by the Engineer in charge.
	1050.00
	sqm
	
	

	054. 
	Supplying, fitting and fixing Door Lock etc. all complete and accepted by the Engineer in charge.
	53
	each
	
	

	055. 
	Supplying , fitting and fixing window grill made of approx 12mmx 12mm M.S. solid ber 100 mm c/c with outer frame of approx 38x6mm F.I. bar as per design approved and accepted by the Engineer in charge.
	60.00
	sqm
	
	

	056. 
	Collapsible gate made of 1”x1”x1/8” M.S angle as vertical member and 1” x 1/8” F.I bar as scissors etc. all complete and accepted by the Engineer in charge.
	45.00
	sqm
	
	

	 Total
	

	In Words: 
	


.



B. Electrical Works 

	Sl. No.
	Descriptions
	Qty.
	Unit
	Rate
	Amount

	1. 
	Supply of Cable (1x1.5 rm), BYA
Brand: BRB/BBS/Paradise/Equivalent
	04
	Coils
	
	

	1. 
	Supply of Cable (1x2.5 rm), BYA
Brand: BRB/BBS/Paradise/Equivalent
	04
	Coils
	
	

	1. 
	Supply of Cable (1x4.5 rm), BYA
Brand: BRB/BBS/Paradise/Equivalent
	02
	Coils
	
	

	1. 
	Providing & fitting the 14'40 watt (Single tube light set ) fluorescent tube light fitting with v-grid louver following manufacturers consisting of powder coated 22 SWG sheet steel frame of min. length 1226mm & breadth 60mm, symmetrical mirror reflector of anodized aluminum, superior quality electric/electronic ballast with one year guarantee, holder, necessary wiring with 20.4 sq mm PVC insulated (stranded) flexible FR wire, earth terminal etc. complete (with lamp, brand: Phillips/Transtec /equivalent).
Brand of tube light set: Crescent/Gloria/Asha/Equivalent
All completed as per sample accepted/approved by the Engineer
	132
	sets
	
	

	1. 
	Supply of Celling Fan 56”Alluminium Blade
Brand: BRB/Jamuna/Paradise/Equivalent
	115
	each
	
	

	1. 
	2 Ton AC
Brand: General /Carrier/Fuji/ equivalent
	4
	each
	
	

	1. 
	1.5 Ton AC
Brand: General /Carrier/Fuji/ equivalent
	4
	each
	
	

	1. 
	43” LED TV Sony/equivalent
	2
	each
	
	

	1. 
	On Line Reversed Osmosis System Water Purifier
Taiwan/ Chaina / equivalent
	5
	each
	
	

	1. 
	Providing & fitting of Piano Switch/Socket
Origin: EU/USA/Japan
Brand: MEP/Super Star/Pretty/Equivalent
	240
	each
	
	

	1. 
	Providing & fitting of multi socket Combined Switch with board for computer (13A, Flat pin, MK type)
Brand: Schneider/ Legrand /MEM/Equivalent
	105
	each
	
	

	1. 
	Supplying & fitting of circuit breaker 20/32 Ams
Brand: Schneider/ Legrand /MEM/Equivalent
	
	
	
	

	1. 
	Providing & fitting of Channel 1.5 inch
Brand: RFL/Talukder/Taj/Equivalent
	40
	Pcs
	
	

	1. 
	Providing & fitting of following axial flow A.C capacitor type wall mounted exhaust fan (Steel body) complete with blade, steel frame standard wall louver shutter, PVC insulated connecting wire etc complete as required including cutting wall and mending good the damages as per direction of the Engineer.
Size: 12 inch sweet (steel body & blade)
Brand: RFL/Talukder/Taj/Equivalent
	20
	Nos
	
	

	1. 
	Providing & fitting of Royal plug (Size: 10)
	20
	Packets
	
	

	1. 
	Providing & fitting of 1.5 inch Screw (Star/Flat)
	10
	Packets
	
	

	1. 
	Providing & fitting of Paden Holder (Pin or Threat)
	04
	Dozens
	
	

	1. 
	Providing & fitting of Electric Regulator (Piano Type)
Brand: MEP/Super Star/Pretty/Equivalent
	100
	Pcs
	
	

	1. 
	Providing & fitting of Table Lamp (LED)
Brand: Crescent/Gloria/Asha/Equivalent
	100
	Pcs
	
	

	1. 
	Providing & fitting of Lugs (Size: 10,25,35,50,185)
	100
	Nos
	
	

	1. 
	PVC insulation tape, GI wire, cover board, cable clip etc as required with all fitting arrangement
	L.S.
	-
	
	

	Total (Including All):
	

	In Words: 



